
STAR BALLPOINT 
Features of Product: 
• A full range of tip sizes from T6 - T55. 

• Precise machining of star tip represents ease of entry and full 

engagement in screw. 
• Ballstar tips bring the advantages of a bal l-end for tasks requiring a star tip. 

• Angle entry to 25° for easy access. 

e TAI-CHI / LONG ARM STAR BALLPOINT; BLACK OXIDE 
MATERIAL: Steel of Ni-Cr-Mo-V (SNCMV) 

I ITEM NO. PCS/SET DESCRIPTION 
INNER/CTN 

(SETS) 

092-72TL 9 PCS T8-T1 0-T1 5-T20-T25-T27-T30-T 40-T50 6/48 

092-74TL 12 PCS T7-T8-T9-T10-T15-T20-T25-T27-T30-T 40-T 45-T50 6/48 

e NEW SPEEDER / LONG ARM STAR BALLPOINT; BLACK OXIDE 
MATERIAL: Steel of Ni-Cr-Mo-V (SNCMV) I ITEM NO. PCS/SET DESCRIPTION 

092-73TL 9 PCS T8-T10-T15-T20-T25-T27-T30-T40-T50 

Color Code: Package: 
Metric: Gray Insert card + Double blister 

L 1 

INNER/CTN 
(SETS) 

6/48 

e 046 LONG ARM STAR BALLPOINT; BLACK FINISH 
MATERIAL: Steel of Ni-Cr-Mo-V (SNCMV) 

I ITEM NO. SIZE SHORT ARM LONG ARM g/1PC INNER/CTN 
{S) (L2)MM {L1)MM (PCS) 

046-0606-KBSL T6 16 75 3.90 100/3000 
046-0707-KBSL T7 16 80 4.11 100/3000 
046-0808-KBSL TB 16 80 6.65 100/3000 
046-0909-KBSL T9 16 83 6.85 100/3000 
046-1010-KBSL T10 17 86 7.12 100/2000 
046-1515-KB5L T15 18 90 7.47 100/2000 
046-2020-KB5L T20 19 95 12.38 100/1000 
046-2525-KB5L T25 20 100 18.75 80/800 
046-2727-KBSL T27 22 105 19.83 80/800 
046-3030-KBSL T30 24 114 29.31 50/500 
046-4040-KBSL T40 26 124 41.73 40/400 
046-4545-KBSL T45 29 133 70.73 30/240 
046-5050-KB5L TSO 32 152 80.18 25/200 
046-5555-KBSL T55 35 171 142.53 20/120 

N.W. G.W. 
(KGS) (KGS) 

13.8 16.1 

17.6 19.9 

N.W. G.W. 
(KGS) (KGS) 

13.1 15.2 

N.W. G.W. 
(KGS) (KGS) 

11.7 13.3 
12.3 13.9 
20.0 21.6 
20.6 22.2 
14.2 15.4 
14.9 16.1 
12.4 13.5 
15.0 16.1 
15.9 17.0 
14.7 15.8 
16.7 17.8 
17.0 18.0 
16.0 17.0 
17.1 17.9 

CUFT. 

1.96 

1.96 

CUFT. 

1.71 

CUFT. 

0.83 
0.83 
0.83 
0.83 
0.65 
0.65 
0.67 
0.67 
0.67 
0.67 
0.67 
0.57 
0.57 
0.44 

GIii 
• 


